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KEYED DEMOLITION NOTES:

S LYo,

1.

12.
13.

14.

15.
16.
17.
18.
19.

20.

21.

EXISTING COPPER DOWNSPOUT AND
CONDUCTOR HEAD TO REMAIN, U.O.N.
EXISTING COPPER GUTTER TO REMAIN,
U.O.N.
REMOVE EXISTING SECURITY LIGHTING
AND SURFACE RUN CONDUITS. ORIGINAL
WALL MOUNTED LIGHTS TO REMAIN.
REMOVE EXISTING WINDOW MOUNTED
UNIT ROOM AIR-CONDITIONERS, TYPICAL.
SALVAGE FOR REUSE BY OWNER. STORE
ON-SITE AS DIRECTED.
REMOVE EXISTING ALUMINUM FRAME
DOUBLE HUNG WINDOWS, TYPICAL.
EXISTING SLATE ROOFING TO REMAIN,
U.O.N. OR REQUIRED FOR NEW WORK.
NOT USED.
NOT USED.
NOT USED.
REMOVE EXIST BRICK AND STONEWORK AS
REQUIRED TO ALLOW FOR NEW WORK.
SALVAGE EXIST BRICK AND STONE FOR
REUSE IN NEW CONSTRUCTION. REBUILT
MASONRY BRICK AND STONEWORK
OPENINGS TO BE TOOTHED-IN., TYPICAL.
REMOVE EXISTING WALL MOUNTED
ENTRANCE LIGHTS. SALVAGE FOR
REINSTALLATION AT NEW ENTRANCE,
TYPICAL OF TWO.
NOT USED.
EXISTING 2 COLOR BRICK MASONRY WALL
TO REMAIN U.O.N. REMOVE EXISTING
ABANDONED EQUIPMENT AND FIXINGS.
EXISTING STONE FACED WALL TO REMAIN
U.O.N. REMOVE EXISTING ABANDONED
EQUIPMENT AND FIXINGS.
LINE OF EXISTING CONCRETE FOUNDATION
WALL TO REMAIN U.O.N.

NOT USED.
NOT USED.
NOT USED.
EXISTING DOOR TO BE REMOVED FOR
STRIPPING, REPAIR AND REFINISH.
EXISTING METAL HAND AND GUARDRAILS
TO BE REMOVED AS REQUIRED TO ALLOW
FOR NEW WORK.
EXISTING STONE STAIR TREADS TO BE
REMOVED TO ALLOW FOR NEW WORK.
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